
Appended Chart 
Procedure for Improving Macninery safety 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Action items by persons engaged in manufacturing, etc. of machinery 

(1) Implementation of risk assessment 
 

1) Set up the specification of the limits of the machine such as the limits for use 
 

2) Hazard identification  in the work where workers involved in the machine 
 

3) Risk estimation for each hazard 
 

4) Considering whether adequate risk reductions have been achieved 

(2) Implementation of protective measures 
 

1) Inherently safe design measures (Appended Table 2) 
 

2) Safeguarding and complementary protective measures (Appended Tables 3 and 4) 
 

3) Compiling information for use (Appended Table 5) 

Action items by the employer who have workers using machinery 

(1) Implementation of risk assessment 
 

1) Confirming information for use 
 

2) Hazards identification in the work where workers involved in machine 
 

3) Risk estimation for each hazard 
 

4) Considering whether adequate risk reductions have been achieved and examining 
the priority of risk reduction 

Machine transferred, lent 
Provide  

information for use 

(2) Implementation of protective measures  
 

1) The feasible ones out of inherently safe design measures (Appended Table 2) 
 

2) Safeguarding and complementary protective measures (Appended Tables 3 and 4) 
 

3) Establishing/maintaining work procedures, providing worker education, using 
personal protective equipments, etc. 

Use machinery  
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